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EXISTING
MAX. 6 FT.

ORIP FLASH/GRAVEL STOP

CLASS A ROLLED/TORCH-DOWN OR BUILT-UP ROOFING
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. OPENING
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(COMP. SHINGLES AT MIN. 2:12 SLOPE)

24" MAX. OVERHANG

26 GA. GALVANIZED FLASHING STRIP®
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MIN. 2% T4G

MIN. 436 RAFTERS @ 32" 0.C. MAX. -

MAX. SPRN 12 FT.

MIN. 1/4"12" SLOPE
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®4-0"0.C.

SEE DETAIL 1
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SEE 12°-0" MAX. SPAN
DETAIL 2
120" MAX.
MIN.
= MIN.8X6 POST
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DRIP FLASH/GRAVEL STOP

CLASS A ROLLED/TORCH-DOWN OR BUILT-UP ROOFING
(COMP. SHINGLES AT MIN. 2:12 SLOPE)

BOUNDARY NAIL

MIN.2X T&G
MIN 48 RAFTERS @ 32" 0.C. MAX. -
MAX. SPAN 12 FT.

BEAM HANGER
MIN. 1/4":12" SLOPE

24" MAX. OVERHANG

" ,< SEE DETAIL 2

MIN.3X FASCIA
OR NOFASCIA

£ £ MiN.4%10 OR 638 BEAM \
: ~120" MAX. SPAN —/
MIN 3x ewcmus \
’ MIN. 4%6 KNEE BRACES \
IN EACH DIRECTION -
SEE DETAIL 3 OR 3a 68" MIN. 120" MAX.
[ MIN. 646 POST

312" CONCRETE SLAB SEE DETAIL 4

protected by fiber cement board. 4x10 beams
do not need to be wrapped for protection.

Rafter Rafter Spacing (center-to-center) Post Rafter Span
Span Spacing 6 8 10 12
(Ft.) 12" 16" 24" (Ft.) Ft. Ft. Ft. Ft.
6 2x4 2x4 2x4 4 4x4 4x4 4x4 4x4
8 24 2x4 2x6 6 4x4 4x4 4x6 4x6
10 2x6 2x6 2x6 8 4x6 4x6 4x6 4x8
12 2x6 2x6 2x8 10 4x8 4x8 4x8 4x8
*This table shall only be used when framing is 12 4x8 4x10 4x10 4x10

*This table shall only be used when framing is
protected by fiber cement board. 4x10 beams
do not need to be wrapped for protection.

Post Spacing Rafter Span (Ft.)
(Ft) 6 8 10 12
4 12" 12" 12" 12"
6 12" 12" 12" 14"
8 12" 14" 14" 16"
10 14" 16" 16" 18"
12 16" 16" 18" 18"
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